
FINISHING NAILS - BRIGHT FINISH
BRAD HEAD, DIAMOND POINT

SIZE LENGTH GAUGE GAUGE OF HEAD

3D 1-1/4" 15-1/2 12-1/2

4D 1-1/2" 15 12

6D 2" 13 10

8D 2-1/2" 12-1/2 9-1/4

10D 3" 11-1/2 8-1/2

COMMON SPIKE NAILS - BRIGHT FINISH
FLAT HEAD, ROUND SMOOTH SHANK, DIAMOND POINT

SIZE LENGTH WIRE GAUGE HEAD DIAMETER

7" 7" 5/16 5/8"

10" 10" 3/8" 3/4"

12" 12" 3/8" 3/4"

DUPLEX NAILS - BRIGHT FINISH
FLAT HEAD, DIAMOND POINT TOP
LOWER DISTANCE OVERALL HEAD HEAD BETWEEN

SIZE LENGTH GAUGE DIAMETER DIAMETER HEADS

8D 2-5/8" 10-1/4 15/64" 9/32" 1/4"

16D 3-1/2" 8 9/32" 11/32" 3/8"

CUT MASONRY NAILS
HEAT TREATED. TAPERED SHANK

SIZE LENGTH GAUGE HEAD SIZE

6D 2" N/A N/A

8D 2-1/2" N/A N/A

10D 3" N/A N/A

FLUTED MASONRY NAILS - BRIGHT FINISH
TEMPERED HARDENED STEEL.

SIZE LENGTH GAUGE HEAD DIAMETER

3/4" 3/4" 9 5/16"

1" 1" 9 5/16"

1-1/2" 1-1/2" 9 5/16"

2" 2" 9 5/16"

2-1/2" 2-1/2" 9 5/16"



JOIST HANGER NAILS - HOT DIP GAVANIZED
DIAMOND POINT, MUST MEET ASTM A153 STANDARD FOR HOT DIP GALVANIZATION. CLASS D.

SIZE LENGTH GAUGE HEAD DIAMETER

1-1/2" 1-1/2" 9 5/16"


